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JIK-6 Features

Moisture protected load cell Total weight and accumulated times can be summed

Stainless steel weighing pan and recalled later

Large easy-to-read LCD with backlight accumulation

Auto Calibration / Software calibration Auto shut off function (5,10,30,60, minutes or none
Weight checking function (HI ~ LO ~ OK) after there is no load on the pan)

Beep for check function -~ Backlight On / OFF/ Auto

Built-in battery charger
Rechargeable battery last for 100 Hours per charge
Selectable multiple weigh units

JIK-6 Dimension

1X1m, 1x1.2m, 1x1.5m, 1x2m, 1.2X1.2m, 1.2x1.5m, 1.5x1.5m, 1.5x2.0 m, 2.0 x2.0 m
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Specifications

JIK-6CAB/JIK-6CSB
JIK-100K JIK-150K | JIK-200K | JIK-300K JIK-500K JIK-B0OK. JIK-1000K JIK-1200K JIK-1500K JIK-2000K  JIK-3000K = JIK-5000K  JIK-6000K

Capacity(kg) 10000  150.00 200.00 30000 500.00  600.00 10000  1200.0 1500.0  2000.0 3000.0 5000.0 6000.0
Resolution(kg) 0.01 0.01 0.02 0.02 0.05 0.05 0.1 0.1 0.1 0.2 02 05 05

Display

LCD, digit 30 mm. With backlight

Power

9VIA Adaptor ; 6V/3Ah Recharging battery

Optional accessories RS-232 , Relay
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JIK-6 Accessory

Printer

WH-T1 EZ-DT-4 EZ-DT2 LED Light Tower LED Dssplay
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® Jadever Scale Co., Ltd.
JADEVER No.5, Wu-Chuan 2Rd., Wu-Ku Hsiang, Taipei Hsien, Taiwan,R.O.C.
Tel:886-2-2299-0203 Fax:886-2-2299-0204
hitp://iwww.jadever.com.tw E-mail:jadever@jadever.com.tw

Jadever Weightech, Inc.

275 Calvert Road,Markham, Ontario, Canada L6C 1V1
Tel:1-905-887-4688 Fax:1-905-886-4066
E-mail:jadever@mail.com




