|Point Micrometers

SERIES 342, 142, 112
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FEATURES SPECIFICATIONS
¢ |P65 water/dust protection level (342 series). ST Digital model
¢ Pointed spindle and anvil for measuring the web thickness of Range OrderNo.  Resolution Accuray  Point
drills, small grooves, keyways, and other hard-to-reach 0-25mm 342-251 0.001mm +2um 15
dimensions. _ , _ 342-261 0.001mm +2um 30°
* 15 degree and 30 degree measuring points are available. 25 .50mm  342-252 0.001mm =2um 15°
¢ The measuring points (carbide-tipped) have approximately 342-262 0.00Tmm +2um 30°
0.3mm (.012") radius. 50-75mm 342253 0.001mm £2um 15°
342-263 0.001mm +2um 30°
Measuring point: 15°|| Measuring point: 30° 75 - 100mm 342-254 0.001Tmm +3um 15°
. . 342-264 0.001mm +3um 30°
—{ ] <] Excluding
quantizing error
spherc spherc inchiMetric IR
il il Digital model
Range Order No.  Resolution Accuracy  Point
¢ With Ratchet Stop for constant force. 0-1" 342351 00005°/0.00Tmm _ =0001"  15°
o The 342 series is provided with SPC output. — 342:361 00005°/0.001mm__ 0001 300
¢ The 142 series is provided with a digit counter. -2 gzggzg 88882; 888}”‘”‘ *'8881 : ;3
* Provided with a standard except for 25mm (1") models. — - SUS RITIM | =P
2"-3 342-353 00005"/0.001mm ~ =.0001 15°
342-363 00005"/0.001mm ~ +.0001"  30°
Dimensions 3"-4" 342-354 .00005"/0.001Tmm ~ £.00015" 15°
b L 1453 47 17 342-364 00005"/0.001mm ~ +.00015"  30°
Excluding
quantizing error
[ Metric I
e Order No. Graduation Accuracy Point
0-25mm 142-153 0.01mm +3um 15°
Unit: mm 142-201 0.01mm +3um 30°
[ _Inch [
Order No. Graduation Accuracy Point
0-1" 142-177 001" +.00015" 15°
e L2 b _c d 142-225 001" £00015"  30°

0-25mm 553 128 10 38 6.35

25-50mm 803 128 12 49 635 .
50-75mm 1053 128 14 60 635 Measuring points )
75-100mm 1328 153 17 79 635  * Parallelism: 3um (.00012")
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Mitutoyo

[ Metric - [_Inch .
Range Order No. Graduation Accuracy Point Range Order No. Graduation Accuracy Point
0-25mm 112-165 0.0Tmm +3um 15° 0-1" 112-189 001" +,00015" 15°
112-153* 0.0Tmm +3um 15° 112-177* 001" +,00015" 15°
112-213 0.0Tmm +3um 30° 112-237 001" +.00015" 30°
112-201* 0.0Tmm +3um 30° 112-225* 001" +,00015" 30°
25-50mm 112-166 0.0Tmm +3um 15° "-2" 112-190 001" +.00015" 15°
112-154* 0.0Tmm +3um 15° 112-178* 001" +,00015" 15°
112-214 0.0Tmm +3um 30° 112-238 001" +.00015" 30°
112-202* 0.0Tmm +3um 30° 112-226* 001" +,00015" 30°
50 - 75mm 112-167 0.0Tmm +3um 15° 2" -3 112-191 001" +.00015" 15°
112-155* 0.0Tmm +3um 15° *The points have not carbide tips.
112-215 0.0Tmm +3um 30° 2
112-203* 0.0Tmm +3um 30° E
75-100mm  112-168 0.01mm +4um 15° o
112-156* 0.0Tmm +4um 15° §
112-216 0.0Tmm +4um 30°
112-204* 0.0Tmm +4um 30°

*The points have not carbide tips.

|Crimp Height Micrometers

SERIES 342, 142, 112 — Point Spindle and Blade Anvil

(Bf

oL 0-20mm 0.001mm o £ 112-401
Mitutoyo

SPECIFICATIONS
: I Digital model
Unit: mm
60° (27°) Range Order No. Resolution Accuracy

02 () / = 0-25mm 342271 0.001mm +3um
T Excluding
quantizing error
/x BT Digital model
20.5 Range Order No. Resolution Accuracy

0-1" 342-371 .00005"/0.00Tmm___ +.00015"

Excluding
quantizing error

(): for series 142

IS Mechanical counter model

FEATURES Range Order No. Graduation Accuracy

* |P65 water/dust protection level (342 series). 0-25mm 142-402 0.01mm £3um

¢ Measures the height of crimp contacts. 142-403 0.001mm +3um

o \With Ratchet StOp for constant force. Note: 0.001mm reading is obtained with vernier.

o The 342 series is provided with SPC output. [ Metric T

o The 142 series is provided with a digit counter.
Range Order No. Graduation Accuracy
0-25mm 112-401 0.0Tmm +3um




